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Jumbo Stud Partition System: “JPS60FS”  Biggleswade 

 

 
 
LOCATION: 

 
Units 1 - 11  
Great North Business 
Park 
Axus Close 
Upper Caldecote 
Biggleswade 
England 
SG18 9GH 

 
 
 

CLIENT: 
 
 

Barnack Estates UK Ltd 
Barnack House 
Southgate Way 
Peterborough 
PE2 6GP 
 
 
 

 

Jumbo Stud Partition Systems was commissioned by Barnack 

Estates UK Ltd to construct eight dividing walls: 

 

The project required a smooth painted finish, which was applied to all walls. 

 

The construction phase spanned approximately seven weeks from 

commencement to completion. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Upon conclusion, commissioning and fire certificates were issued, and fire 

certification labels were affixed to each wall.   
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JPS60FS Smooth Painted Finish 

 

 

 

 

 
JPS60FS Smooth Painted Finish  
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Wall Lay Out & Components:  
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Partition systems range in height from 2.0m high up to 15m high,  The 1 hour fire rating is backed by Warrington Fire 

Certificate. There is no limit to the length of the wall.  

JPS Robust Performance Board 

Standard Boards 

1 x layer of Square edge JPS Robust 

Performance Board performance 

board fixed with JPS Robust 

Performance Board screws to steel 

stud using JPS Robust Performance 

Board Jointstick at board edges. 

Dimension = 2400 x 1200 x 12.5mm 

Weight per m2  = 15 kg 

 

C Studs 

 

 

From 150mm web / 54mm Flange / 

>12mm Lip / 1mm gauge 

Maximum  300mm wide / 90mm 

Flange / >19mm Lip / 3mm gauge 

 

 

Channel From 154mm web / 70mm Flange /  

1mm gauge 

Maximum 304mm web / 90mm 

Flange /  3mm gauge 

Mineral Wool Slab Insulation 75mm Mineral wool 45kg/m3 density  

JPS Robust Performance Board 

Jointstick 

For edge gluing JPS ROBUST 

PERFORMANCE BOARD boards   

310ml tube  

 

JPS Robust Performance Board Joint 

Filler 

For filling gap between boards and 

stopping screw heads 

 

JPS Robust Performance Board Fine 

Surface Treatment 

For giving JPS ROBUST 

PERFORMANCE BOARD boards a 

smoother finish if required 
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Advantages of JPS Robust Performance Board performance boards: 

• "JPS Robust Performance Board” is a class 

'0' and class '1' Board and provides F60 

applications from single layer constructions 

up to 15m high.  

 

• JPS Robust Performance Board 

waterproofing application system to give 

peace of mind. It can withstand humidity levels 

of up to 80% Rh. Maybe installed before 

building envelope is complete  

   

• JPS Robust Performance Board is strong 

enough to use in schools, sports halls and 

hospitals, reducing the need for ply-backing. 

JPS Robust Performance Board dry lining 

meets BS 5234:part 2 Severe Duty Rating.

   

• JPS Robust Performance Board is high load 

bearing and can carry up to 30kg from a 

single screw and up to 50kg from 2 wall plug 

fitting which virtually eliminates the need for 

noggins    

 

 

• JPS Robust Performance Board meets and 

exceeds Part E B893 and HTM 2045 

requirements. It can be used for walls, ceilings or 

floors where sound proofing is required. A 100 

mm wide stud wall with JPS Robust Performance 

Board board gives better acoustic reduction than a 

275mm block wall. 


